700

600
—~ 500
L
©
5
L 400
8
O
= 300
200
100
0 5 10 15 20 25
GPM
Note: SubDrive 75 provides head and flow performance of a 112 Hp conventional pump with constant pressure.
Use a % Hp pump mounted to a 1% Hp, 230 Volt, 3-phase Franklin Electric motor. (1 Hp pump can be
used in high flow ratings where 3 Hp pump is not available in the pump series.)
Controller Model NUmDbET............ccocvernes 587 020 3380 Input (From Power Source)
Pump Horsepower Rating..........cccoevviiininnins % Hp* Voltage........................200-250V/Single-Phase
Use with Motor Model Number............... 234 514 XXXX FrOqQUeNCYLiva i o iiviiiamsssiss 60/50 Hz
Max. Spin Rate...........cccccevveiviiirrennnn..4800 RPM AT s e e SN e s s swsa e s it wuswaans 11 A
Enclosure NEMA 1 (Indoor) Output (To Motor)
Pressure Sensor (Included).........................External OB 0, R ate Variable/Three-Phase
Shipping Weight........ccccevviimiincnnnene 17 Lbs./7.7 Kg. FrOQUENGCY;-..ossmseesessssssasseasss Variable (30-80Hz)
Carton Size: uiinmiiiesonmasins 16.5" x 12" x 9" TIPS oo ssrssansseosarsssasansorsyasssesareasnsnssnanssnss 59 A

*For use with standard 3-phase, 12 Hp Franklin Electric motor, as specified above.
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